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Catalog Part No: QA-69-P-RM 

Product Name: Scanner Test Target with Eight Colors 

Drawing / Photo of part:  

 
The above image is an approximate representation of the actual product. 

Specifications are subject to change without notice. 

Description: Scanner test chart incorporating features for evaluation of MTF, 
dynamic range, color fidelity and aliasing.  Details of these features are as follows. 

• High contrast line pairs for MTF / resolution testing are placed in the chart’s 
top row in 25 x 25 mm patches having 30, 70, 95, 140 and 180 LPPI (line 
pairs per inch) respectively. 

• Scanner dynamic range evaluation is aided by twenty distinct grey levels in 
9.0 x 12.5 mm patches.  Reflection densities range from black to white 
covering the full dynamic range of the target. 
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• Eight color patches provide a means for color evaluation.  Each patch 
measures 14.3 x 14.3 mm in size.  The following colors (listed from left to 
right and top to bottom) are included. 

  L*a*b* (CIELAB color system) 
Simple Name Pantone Matching System (PMS) L* a* b* 

Cyan Azure Blue #72 50.61 -9.92 -47.89 
Magenta True Pink #337 64.56 50.02 -17.81 
Yellow Medium Yellow #10 86.93 -8.97 95.77 
Amber Bastard Amber #02 84.68 17.47 28.55 

Red Fire #19 39.97 66.95 49.36 
Green Moss Green #89 47.42 -52.54 24.62 
Blue Brilliant Blue #69 31.04 14.19 -53.96 

White White # 96.65 -1.41 4.10 
 

• Frame and square features at maximum density test edge quality and 
dimensional rendering. 

• 2.0 mm lines and spaces at 10:1 slope (5.71 degrees) test for aliasing. 
• Text samples at 4, 6, 8 and 12 point sizes in normal horizontal and 45 

degree orientation aid evaluation of a scanner’s rendering of text and fine 
lines. 

• 10 and 70 percent (±4 percent) reflective patches measuring 7.5 x 176 
mm each are test features for image uniformity. 

 
Substrate Size: 110 x 190 ± 0.25 mm (4.33 x 7.48 ± 0.01 inch) 

Substrate Type: Resin coated photographic paper with a semi-matte antireflective 
surface 

Image Forming Material: Black & white photographic emulsion for all features 
except color reference chips in screen printed inks. 

Feature Size Accuracy: ± 10 microns 

Image Contrast / Density:  Photo-emulsion reflection density of 1.45 or higher 


